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3.50 mm PHONE JACK CONNECTOR

D1:
C1:变更结构12'/09/06C

12'/10/08D

   2.94N(0.30Kgf) MIN.;

214:1

D

12'/10/08

12'/10/08

12'/10/08

B1:变更图框及料号：B2:变更结构12'/06/08B

NOTES:
1.CONTACT CURRENT RATING: 1A.
2. CONTACT RESISTANCE: 50 mΩ MAX.;
3. INSULATION RESISTANCE: 100MΩ MIN.;
4. DIELECTRIC WITHSTANDING: 500V AC MIN.;
5. DURABILITY: 5,000 CYCLES MIN.;
6. CONNECTOR MATING FORCES:
    29.4N (3.00Kgf) MAX.;
7. CONNECTOR UNMATING FORCES: Au PLATED
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PPA BLACK

Au PLATEDCOPPER ALLOY
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PCB LAYOUT(TOP VIEW)
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PLUG完成插入后,
CONN.前端与PLUG根部尺寸
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5# L RADIO
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3# R RADIO

 
2# MIC

XNT-R05G1-2ZL2

XNT-RJZ-0001877

XNT-R05G1-2ZL2-C
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变更结构

深圳市鑫南天科技有限公司
Shenzhen XinNanTian Industrial Co.,Ltd


